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LED lamp E27 73 mm 20 Watt ww 312 SMD LED's

LED lamp E27 73 mm 20 Watt ww 312 SMD LED's

Order number: 1665-130360

•Ein geringer Abstrahlwinkel von ca. 270° optimiert den Einsatz in Wohngebieten

•Überspannungsschutz bis 4.000 V
•Keine Frühausfälle: SecureSolderConnect-Technology verhindert Haarrisse und kalte Lötstellen
•Einzigartig: Integrierte, temperaturabhängige Leistungsregulierung auf 50% zum Schutz vor Überhitzung
•AirFin-Cooling: 2,5-fache größere Kühlfläche als bei Vergleichsprodukten
und bis zu 20% reduzierte Gewichtsbelastung am Lampensockel
•Leichter Austausch durch Retro-Fit Sockel E27 für gängige HQL/NAV-Lampen
•Lampe kann ohne Umbau an HQL Voschlatgeräten und auch direkt an 230V betrieben werden. NAV-Vorschaltgeräte müssen abgeklemmt
werden
•Optimal angeordnete LEDs ermöglichen eine gleichmäßige Lichtverteilung
•Leuchtmitteleffizienz von bis zu 142 lm / W durch den Einsatz hochwertiger Lm80 zertifizierter LED's
•Lichtlenkung durch drehbaren Sockel (mit Rastfunktion)

Power consumption in watts: 22; Net luminous flux in lumens: 2860; Lumen per watt: 130; Beam angle: 360°; protection class (IP): IP40;
Input voltage: 100 - 240 V AC; Service life: approx. 35.000 h at 25°C; Color temperature in Kelvin: 3000; Color-rendering-index: CRI > 82;
Inrush current in A: 45; Lumen per watt: 130; Switch cycles: > 70.000; Warranty in years: 5; Assortment: Proline; Energy efficiency class
according to EU regulation 2019/2015: E; ETIM Gruppen-ID: EC000062; Dimming 0-10 V: No; Dimming 1-10 V: No; Dimming DALI: No;
Dimming DMX: No; Dimming DSI: No; Dimming potentiometer (integrated): No; Dimming LineSwitch: No; Dimming manufacturer's
proprietary system: No; Dimming mains voltage modulation: No; Dimming phase cut-off: No; Dimming programmable: No; Dimming RF:
No; Dimming Sine Wave Reduction: No; Dimming Touch and Dim: No; Dimming Zigbee: No; Dimming with push-button: No; No dim function:
Yes; Dimming phase cut-on: No; Dimming GPRS: No; Pulse duration in µs: 50
diameter: 73mm


