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PRODUCT NO. 6674-030360

DOTLUX LED bollard light TERRA 55cm 6,5W 3000K

to the product page

360° all-round light distribution for uniform illumination without glare (ULR=0)
Ideal for large-area lighting thanks to wide-ranging light distribution
High durability thanks to high-quality materials
Weatherproof thanks to IP65 protection against water and dust
IK10 impact resistance for maximum resilience
Versatile application: Ideal for office buildings, residential complexes, parks, leisure facilities and
gardens
Includes mounting anchor and waterproof Y junction box (IP68) for through-wiring

PRODUCT GROUP EC000301_Wegeleuchte

  

  PROTECTION CLASS (IP) IP65

WEIGHT IN KG 2.1 LIGHT COLOR white

POWER CONSUMPTION IN WATTS 6,5 SERVICE LIFE approx. 50.000 h at 25°C

NET LUMINOUS FLUX IN LUMENS 320 COLOR TEMPERATURE IN KELVIN 3000

LUMEN PER WATT 50 COLOR-RENDERING-INDEX CRI > 82

  POWER FACTOR 0,9

  LUMEN PER WATT 50

  PROTECTION CLASS I

   Dimensions VOLTAGE TYPE AC

  HOUSING COLOUR anthracite

   height: 550mm WARRANTY IN YEARS 5

   diameter: 100mm L80/B10 50000

   width: 100mm   Rated current

   length: 100mm DIMMING WITHOUT DIMMER No

  ENABLED LICENSED PRODUCT Yes

  ASSORTMENT Proline

  
ENERGY EFFICIENCY CLASS
ACCORDING TO EU REGULATION
2019/2015

not required

  LIFETIME L80/B10 AT 25°C 50000

  LED-LIFETIME LIGHT SOURCE L70/B50
AT 25°C 100000

  WITH ILLUMINANT Yes

  SUITABLE FOR NUMBER OF LIGHT
SOURCES 1

  LAMP HOLDER -



12.08.2026 Page 2/2 Product no.: 6674-030360
DOTLUX LED bollard light TERRA 55cm 6,5W 3000K

  MATERIAL COVER -

  TYPE OF CONTROL GEAR LED operating device current-
controlled

  WITH CONTROL GEAR Yes

  LIGHT DISTRIBUTOR Focal lens

  DEGREE OF PROTECTION (NEMA) 3R

  IMPACT STRENGTH IK10

  WITH MOVEMENT SENSOR No

  WITH LIGHT SENSOR No

  CONSTANT LIGHT OUTPUT (CLO) Yes

  TYPE OF WIRING Ending

  CONNECTION TYPE -

  COMPATIBLE WITH APPLE HOMEKIT No

  COMPATIBLE WITH GOOGLE
ASSISTANT No

  COMPATIBLE WITH AMAZON ALEXA No

  IFTTT SUPPORT AVAILABLE No

  EXCHANGEABLE CONTROL GEAR Yes

  SUITABLE FOR LAMP POWER IN W -

  LAMP TYPE LED exchangeable

  LIFETIME L70/B50 AT 25°C 100000

  LIFETIME L90/B10 AT 25°C 25000

  BEG FUNDING Only relevant in Germany

  ENERGY EFFICIENCY CLASS OF THE
LIGHT SOURCE OF A LUMINAIRE F

  ELDAS-NR. 941700819

  DIAMETER IN MM 100

  MAX. SYSTEM POWER IN W 6,5

  ABMESSUNGEN BREITE MM 100

  ABMESSUNGEN HöHE MM 550

  NOMINAL VOLTAGE IN V 230

  MAX. NUMBER OF LIGHTS PER
MINIATURE CIRCUIT BREAKER B16 20

  MAX. NUMBER OF LIGHTS PER CIRCUIT
BREAKER C16 20

  ABSTRAHLWINKEL 360

  AUSSTRAHLUNGSWINKEL extrem breitstrahlend >80°

  LIGHT OUTLET Direct

  COLOUR OF LIGHT ADJUSTABLE No

  LUMINOUS FLUX ADJUSTABLE No

  BEAM ANGLE ADJUSTABLE No

  LIGHT SHARING Symmetric

  SURFACE PROTECTION Powder coating


