DOTLUX

LICHT IN BESTER QUALITAT

PRODUCT NO. 3156

Power supply unit for LED strips, dimmable, 24Volt 90Watt (dimming via separate input: 0-10Volt,
PWM or resistor/potentiometer)
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e Dimming via separate input: 0-10Volt, PWM or resistor/potentiometer
PRODUCT GROUP ECO02710_LED-Betriebsgerét
SUCCESSION ARTICLE - PROTECTION CLASS (IP) P67
INPUT VOLTAGE 220 - 240 AC
WEIGHT IN KG 0.757 POWER FACTOR 0,98
POWER CONSUMPTION IN WATTS Els] INRUSH CURRENT IN A 0
SUITED FOR EMERGENCY LIGHTING No
OUTPUT VOLTAGE 24DC
INPUT VOLTAGE SPAN 230
Dimensions WARRANTY IN YEARS 5
DIMMING WITHOUT DIMMER No
length: 1774mm INPUT VOLTAGE RANGE LUMINAIRE 230
width: 63mm DIMMING 0-10 V No
height: 38mm DIMMING 1-10 V Yes
DIMMING DALI No
DIMMING DMX No
DIMMING DSI No
DIMMING POTENTIOMETER No
(INTEGRATED)
DIMMING LINESWITCH No
DIMMING MANUFACTURER'S No
PROPRIETARY SYSTEM
DIMMING MAINS VOLTAGE No
MODULATION
DIMMING PHASE CUT-OFF No
DIMMING PROGRAMMABLE No
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DIMMING RF No
DIMMING SINE WAVE REDUCTION No
DIMMING TOUCH AND DIM No
DIMMING ZIGBEE No
DIMMING WITH PUSH-BUTTON No

NO DIM FUNCTION No
SUITABLE FOR EMERGENCY LIGHTING No
CONSTANT LIGHT OUTPUT (CLO) No
OPERATION BY BLUETOOTH No
COMPATIBLE WITH CASAMBI No
COMPATIBLE WITH APPLE HOMEKIT No
COMPATIBLE WITH GOOGLE No
ASSISTANT

COMPATIBLE WITH AMAZON ALEXA  No

IFTTT SUPPORT AVAILABLE No

MODEL -
SUITABLE FOR CONSTANT VOLTAGE  No
SUITABLE FOR OUTDOOR USE No
SUITABLE FOR DC-VOLTAGE (PRIMARY

SIDE) No
SUITABLE FOR CONSTANT CURRENT  No
HOUSING Plastic housing
DIMMING PHASE CUT-ON No
DIMMING GPRS No

PULSE DURATION IN pS 0

BEG FUNDING Only relevant in Germany
ELDAS-NR. 915391939
DIAMETER IN MM 0
ABMESSUNGEN BREITE MM 63
ABMESSUNGEN HGHE MM 38

Ausgangsstrom in A
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